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N ORTH A MERICA

MAXIWOODY meoium  #1.5666 - - 15 | ipiNG: 1 X150 T7 METAL HALIDE, DOUBLE
ENDED, R7s BASE

The MaxiWoody projector series is designed for outdoor PROJECT NAME:

use where horizontal, vertical or spot distribution is

needed. These fixtures are very versatile and are TYPE:

available with an ensemble of fittings and accessories. AT UPDATE: FEBRUARY 2601 2000

MOUNTING SCREWS
(NOT INCLUDED)
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N VANDAL RESISTANT
STAINLESS STEEL
ALLEN HEAD SCREW (X4)
N
ALUMINUM REFLECTOR
PR
X
1S
x
o £ P~
i |
L m%]
1 X150W T7 METAL
HALIDE, DOUBLE ENDED
N (NOT INCLUDED)
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12" SUPPLIED DIE-CAST ALUMINUM
POWER CORD COVER WITH TEMPERED
GLASS LENS AND SILICON
TOP VIEW SEALING

WALL— /\ /\

DIE-CAST ALUMINUM
EXTERNAL FRAME

GALVANIZED STEEL
MOUNTING BRACKET
WITH GRADUATED SCALE

FOR ANGLE *THIS MAXIWOODY IS DESIGNED FOR
ADJUSTMENT TO 10° ROAD LIGHTING WITH THE SPECIAL
STREET OPTICS.

INTEGRAL ELECTRONIC
BALLAST FOR (1) 150W
METAL HALIDE

WATERPROOF
CANOPY AND

CABLE NUT VOLTAGE () 120v () 277v
DOUBLE CABLE-CLAMP
JUNCTION BOX CAP FOR FOR WIRING

(NOT INCLUDED) ACCESS
METAL FINISH () 15 - GREY
FRONT VIEW
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