
5455 de Gaspé
suite 100, Montréal (Québec)
Canada H2T 3B3
P.: 514.523.1339   F.: 514.525.6107

15  -  GREY 

1 X150W E17
METAL HALIDE
(NOT INCLUDED)

5938 - BARN DOOR (INDIVIDUAL)

5941 - VISOR

5944 - PROTECTION GRID

5949 - ACCESSORY 
           RETENTION CABLE

5951 - GROUND ANCHORING FLANGE

5953 - CIRCULAR LOUVRE

1159 - COLORED FILTERS

1196 - LINEAR SPREAD LENS

05 - RED
06 - YELLOW
09 - BLUE
00 - FROSTED

02 - BLACK

15 - GREY

15 - GREY

02 - BLACK

11 - ALUMINUM

24 - CLEAR TRANSPARENT

277V120V

I.5660 - SPOT - (S)

I.5660 - MEDIUM - (M)

AVAILABLE ONLY WITH A MED/CLEAR LAMP

AVAILABLE ONLY WITH A MED/COATED LAMP
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VANDAL RESISTANT 
STAINLESS STEEL 
ALLEN HEAD SCREW (X4)

DIE-CAST ALUM. COVER
WITH TEMPERED GLASS
LENS AND SILICON SEALING

12'' SUPPLIED
POWER CORD

GALVANIZED STEEL 
MOUNTING BRACKET 
WITH GRADUATED SCALE 
FOR ANGLE 
ADJUSTMENT TO 10°

DIE-CAST ALUMINUM
EXTERNAL FRAME

ALUMINUM REFLECTOR

JUNCTION BOX
(NOT INCLUDED)

WATERPROOF
CANOPY AND
CABLE NUT

DOUBLE CABLE-CLAMP
CAP FOR WIRING ACCESS

INTEGRAL ELECTRONIC
BALLAST FOR (1) 150W 
METAL HALIDE

MOUNTING SCREWS
(NOT INCLUDED)

TOP VIEW

FRONT VIEW

15" (381mm)

ACCESSORIES

METAL FINISH

VOLTAGE

OPTICS
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MAXI WOODY MEDIUM

MAXIWOODY MEDIUM          #I.5660   -        - 15            
WITH MOUNTING BRACKET         

TYPE:

PROJECT NAME: 

LAMPING:VOLTAGE FINISHOPTIC

The MaxiWoody projector series is designed for outdoor 
use where horizontal, vertical or spot distribution is 
needed.  These fixtures are very versatile and are 
available with an ensemble of fittings and accessories.

1 X150W E17 METAL HALIDE
MEDIUM BASE
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