








LASER BLADE XS PENDANT Type: SPECIFICATION SHEET
LOW VOLTAGE Project : Page: 4 of 4
PHOTOMETRIC DATA
Visit iguzzini.com/us for complete photometric data.
TRACK PENDANT MODEL
LBXS01 ccT | CRI LOAD OPTIC LUMENS EFFICACY  MAX CANDELA MODEL
|j§1| (K) W) (Im) (Im/w) (cd)
3000K 90 3.5W Flood 42° 135 38 285 ILBXS01-LV-TP-930-FL
*USE MULTIPLIER TABLE BELOW FOR OTHER CCT AND CRI OUTPUT DATA
Flood 42° (3000K, 90 CRI)
Center Beam fc Beam Width ft
CD 0 90°
P 71.0 15 48
4 17.8 3.0 97 700
6t 7.89 4.5 145
8ft 4.44 6.0 193 50°
1ot 2.84 75 242
121t 1.97 9.0 290 10°
m-0°H
LBXS04 3000K \ 90 \ 10w Wide flood 58° 545 54 695 ILBXS04-LV-TP-930-WF
ol *USE MULTIPLIER TABLE BELOW FOR OTHER CCT AND CRI OUTPUT DATA
Wide flood 58° (3000K, 90 CRI)
Center Beam fc Beam Width ft
CD 0 90°
oft 172 22 117
it 4341 44 233 o
6ft 19.2 6.6 350
sit 108 8.8 467 50°
10f 6.90 1.0 583
126 4.79 13.2 700 o
m-0°H
CCT options 2700K 3000K 3500K 4000K
CRI options 90CRI 90CRI 90CRI 90CRI
Multiplier 0.94 1 1 1.12
LBXS09
CCT CRI LOAD OPTIC LUMENS EFFICACY MAX CANDELA MODEL
o [eiie (K) (W) (Im) (Im/w) (cd)
Z Z Z 3000K 90 17W Wide flood 58° 1075 63 1375 ILBXS09-LV-TP-930-WF
*USE MULTIPLIER TABLE BELOW FOR OTHER CCT AND CRI OUTPUT DATA
Wide flood 58° (3000K, 90 CRI)
Center Beam fc Beam Width ft
CD 0 90°
2t 340 2.2 233
it 84.9 4.4 467 70°
6ft 37.7 6.6 700
it 21.2 8.8 933 50°
1ot 13.6 1.0 1167
121t 9.43 13.2 1,400 100
m-0°H
CCT options 2700K 3000K 3500K 4000K
CRI options 90CRI 90CRI 90CRI 90CRI
Multiplier 0.92 1 1 1.12
DM - RO Last update: August 24, 2022 Due to continuous improvements, the information herein may be changed without notice
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