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PHOTOMETRIC DATA
Visit iguzzini.com/us for complete photometric data.
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3000K 10W90 545 54 695 Wide flood 58˚ ILBXS04-LV-TP-930-WF
*USE MULTIPLIER TABLE BELOW FOR OTHER CCT AND CRI OUTPUT DATA
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Wide flood 58° (3000K, 90 CRI)

CCT
(K)

CRI OPTIC

3000K

LOAD
(W)

3.5W90

LUMENS
(lm)

135

EFFICACY
(lm/w)

38

MAX CANDELA
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MODEL

285Flood 42˚ ILBXS01-LV-TP-930-FL
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*USE MULTIPLIER TABLE BELOW FOR OTHER CCT AND CRI OUTPUT DATA

Flood 42° (3000K, 90 CRI)

TRACK PENDANT MODEL

CCT options

CRI options

2700K 3000K 3500K 4000K

90CRI 90CRI 90CRI 90CRI

Multiplier 0.92 1 1 1.12

CCT options

CRI options

2700K 3000K 3500K 4000K

90CRI 90CRI 90CRI 90CRI

Multiplier 0.94 1 1 1.12

CCT
(K)

CRI OPTIC

3000K

LOAD
(W)

17W90

LUMENS
(lm)

1 075

EFFICACY
(lm/w)

63

MAX CANDELA
(cd)

MODEL

1 375 Wide flood 58˚ ILBXS09-LV-TP-930-WF
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*USE MULTIPLIER TABLE BELOW FOR OTHER CCT AND CRI OUTPUT DATA

Wide flood 58° (3000K, 90 CRI)
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