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i PRO C E | Ll N G Type: SPECIFICATION SHEET

LED Project : Page: 7 of 7
REMOTE POWER SUPPLY OPTION
(TO BE ORDERED SEPARATELY)
ONLY FOR IPRO MICRO : . .
Min-Max Unit
1.PRO-XX-C-XXX-FL-XXX-XX-XXX in-fax Tt
Watts | Voltage Rated Dimming protocol Dimming Dimension . Max o FL OPTIC
range distance’ 4.5 W*
|:| 4450-0500-027-UNV-ED10
ny Quy An 1-6
0-10V Down to 8"x 8"x 4
27 |120-277V|  Indoor ELDOLED ECOdrive £1% | (203 X 203X 102mm) | 118ft(36m)
L] 4549-0500-027-UNV-ED10
1-6
0-10V Down to 8"x 8" x 4"
27 |120-277V|  Outdoor ELDOLED ECOdrive £1% | (203 x203 x 102mm) | 118f36m)
* Wattage requirement for one (1) fixture (Remote fixture only).
**Calculated for 16AWG cable. Contact factory for longer remote distance.
WIRING DIAGRAMS
*Multiple luminaires must be connected in series
(home run or fixture chain)
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CL-R3 Last update: June 21, 2021 Due to continuous improvements, the information herein may be changed without notice
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	TYPE: 
	PROJECT NAME: 
	driver: Off
	finish: Off
	dimming: Off
	voltage: Off
	led: Off
	output: Off
	model: Off
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