














LASER BLADE Type: SPECIFICATION SHEET
GENERAL LIGHT - NEW CONSTRUCTION WITH HOUSING - INTEGRAL Project : Page: 6 of 6
ORDERING INFO
ILB -TR- - -GL - - - Bl-LB TR -
FIXTURE HOUSING RESET INFO

MODEL

[ ] 05-Five [ ]10-Ten [ ] 15 - Fifteen

MOUNTING

B TR -Trim

INSTALLATION TYPE

[ ] IC - Insulated ceiling [ ] CP - Chicago plenum

LED

[ ] 030 - 3000K, 92CRI™ [ ] 040 - 4000K, 92CRI™

OPTIC

B GL - General light

VOLTAGE

[ ] 120 - 120v [ ] UNV - 120-277v

FINISH (trim finish / baffle finish)

White trim Gray trim Black trim

1] Black baffle [] 01 - White/Black [] 10 - Gray/Black [] 02 - Black/Black

DIMMING*

[ ] D10 -0-10v® [ ] LTE - Leading and trailing edge (120V only)

(™ 92CRiI typical - 90CRI minimum.
@ Available with 120-277V (UNV) voltage.

*15% dimming options: For leading and trailing edge and 0-10V (LTE and D10), the dimming levels will vary depending on the dimmer used and the number of luminaires on the line.
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