










WIRING EXAMPLE

120V
or

277V
DRIVER 24V

A

B

MAX DISTANCE = A+B

min. 19V

4543

LINEALUCE MINI
SURFACE LED Project : 

Type: SPECIFICATION SHEET
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REMOTE LED DRIVERS OPTIONS
(TO BE ORDERED SEPARATELY)

None

None

None

None

None

10" x 8" x 4"
(254 x 203 x 102mm)60 30ft(9m)

Dimming
rangeWatts* Rated

Indoor

Dimming protocol Dimensions Max distance
18AWG**

None120-277V

Down to
±10%

6" x 4,5" x3"
(153 x 115 x 76mm)96 30ft(9m)Outdoor

4548-0024-096-UNV-D10-PWM

4448-0024-060-UNV-ND

0-10V120-277V

11¼" x 3" x 1⅝"
(285 x 75 x 41mm)75 30ft(9m)Outdoor

4545-0024-075-UNV-ND

None120-277V

10" x 8" x 4"
(254 x 203 x 102mm)120 30ft(9m)Indoor

4448-0024-120-120-ND

None120

12¼" x 2½" x 2⅜"
(311 x 114 x 60mm)200 30ft(9m)

Per channelOutdoor

4546-0024-200-2C-UNV-ND

None120-277V

12" x 8" x 4"
(305 x 203 x 102mm)240 30ft(9m)Indoor None120V

4448-0024-240-120-ND

Voltage

* Wattage requirement for one (1) fixture: 4W/ft, 24V (remote fixture only).
**The total power of all connected luminaires may not be higher than the power of the driver.
***For longer remote distance, contact factory

ACCESSORIES (TO BE ORDERED SEPARATELY)

4543 - Wet location junction box
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	PROJECT NAME: 
	TYPE: 
	Mounting: Off
	driver: Off
	RESET: 
	output: Off
	length: 
	mounting: Off
	OUTPUT: 
	led: Off
	LENGTH: 
	MOUNTING: 
	LED: 
	OPTIC: WG
	optic: WG
	accessory: Off


